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1. The surrounding air humidity is -40 ℃~+85 ℃, and its average 
value within 24 hours does not exceed+35 ℃.

2. The altitude shall not exceed 2000m.

YJQG Digital Auto-Reset
Over-Undervoltage Delay Protector

Scope of application

Model and meaning

Operational condition

YJQG digital self resetting overvoltage and undervoltage delay pro-
tector is a new generation product developed by our company according 
to market demand. The protector is designed reasonably and assembled 
with imported components and domestic famous brand components, 
using advanced manufacturing techniques. The product can quickly and 
reliably cut off the power supply under high voltage impact and undervolt-
age conditions, protecting household appliances. When the voltage 
returns to normal, after a delay, it can automatically connect the circuit and 
restore power supply, effectively protecting appliances from the impact of 
momentary power on. All functions are fully automated, without the need 
for dedicated personnel to operate, and three light indicators are selected.
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Power indicator: green  Delay indicator: yellow  Protection indicator: red



3. The relative humidity of the air at the installation site under atmo-
spheric conditions shall not exceed 50% at a maximum temperature of+40 
℃; Higher relative humidity is allowed at lower temperatures, with the 
average lowest temperature of the wettest month not exceeding+25 ℃ 
and the average maximum relative humidity of that month not exceeding 
90%. And taking into account the condensation that occurs on the surface 
of the product due to temperature changes.

4. Pollution level: Level 2.
5. Installation category: Category II
6. Installation method: Adopting international standard guide rails.

A digital overvoltage and undervoltage delay protector, comprising a 
protector body, the protector body including a base, with wiring ports on 
both ends of the base, a control substrate installed in the center of the 
base, and wiring sockets on both ends of the control substrate. One end 
of the base is connected to a top cover, and screws are installed on both 
ends of the top cover surface. An LED display screen is installed in the 
center of the top cover surface, and a status display light is installed at the 
bottom of the LED display screen. Screw ports are installed on both ends 
of the inner side of the top cover, and fixing grooves are provided on both 
ends of the inner middle of the top cover.

This product installs LED display screens and status indicator lights 
on the surface of the protector body, allowing it to more intuitively see the 
internal power situation. The wiring socket installed in the wiring port facili-
tates users to observe the connection between the wiring socket and the 
control board, while the slots and buckles on both sides of the base and 
top cover can be movable and fixed.

The product takes the circuit power supply as input, connects the volt-
age sampling circuit to detect and sample the voltage, and converts it into 
digital quantity to be sent to the microprocessor. After the microprocessor 
judges the collected voltage and the overvoltage and undervoltage setting 
values, it drives the magnetic holding relay through the driving circuit to 
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产品尺寸

When placing an order, it is necessary to specify the product model and quantity, for example: 
YJQG-63/2P 63A20 units; If there are special requirements, they should be noted separately.

For electrical maintenance and installation, it is necessary to ensure that the operator holds the 
qualification for electrical work and takes necessary power-off and insulation protection measures.

Main parameters and technical performance
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turn on and off the main circuit. So as to ensure that residential user 
devices work normally when the grid voltage is normal, automatically dis-
connect user devices when overvoltage or undervoltage occurs, and auto-
matically connect the main circuit when the power supply voltage is 
restored.



Yueqing Yijin Electronics Co., Ltd. is a professional manufacturer of low-voltage electrical appliances. It is an economic 
entity that integrates scientific research, manufacturing, sales, and service. It has established a scientific corporate governance 
structure and is building a three-dimensional sales channel system with regional agents as the leader and provincial, local, 
and municipal radiating areas. In order to provide faster and more thoughtful services to our customers based on the existing 
sales system.

Yueqing Yijin Electronics Co., Ltd. covers an area of 2000 square meters and has invested heavily in the research and 
development of small circuit breaker accessories such as DZ47-60, (C45)/NC, DZ47s, DZ47 modifications, C65/NB1-63, EA9, 
iC65, L7, etc. in recent years; Single phase, two-phase, three-phase, three-phase four wire self resetting overvoltage and 
undervoltage delay protectors; Photovoltaic specialized knife switch; Photovoltaic dedicated reclosing; Miniature circuit break-
er; Accessories for molded case circuit breakers such as M1, M3, CDM3, M1LE, CDM3LE, EZD, ABBs, etc; Surge protectors and 
other products.

The company has established a first-class testing laboratory through independent research and application for invention 
patents and multiple utility model patents, as well as cooperative research and development. Currently, it is at the forefront of 
the industry in alternating aging, heat resistance, low temperature, salt spray, flame retardant, and characteristic testing. It has 
formed a professional and standardized quality inspection and control team, and product quality control has been in line with 
international standards.

We warmly welcome domestic and foreign merchants to our company for business negotiations, mutually beneficial 
cooperation, and creating a better future together!
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