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YJSCB-40 SPD backup protector

1、 Scope of application

2、 Model meaning

3、 Product Usage

YJSCB-40 SPD backup protector provides professional backup protec-
tion for SPD (lightning protection device) that provides first level, second level, 
and third level equipment protection for power supply.

Suitable for places where SPD lightning protection equipment has been 
installed, such as power equipment in various industries such as industrial and 
civil construction, electrical, communication, road transportation, and petro-
chemical.

1. Selective breaking of passing power frequency current and lightning 
current can effectively protect SPD from melting through short circuit caused 
by abnormal transient overvoltage, resulting in serious fire accidents.

2. Selective disconnection of the passing power frequency current and 
lightning current can effectively protect SPD from serious fire accidents 
caused by the deterioration of SPD, resulting in the starting voltage dropping 
below the power supply voltage and the increase of power frequency leakage 
current.

3. When lightning current passes through the SPD, this external discon-
nector will not trip incorrectly, ensuring that the lightning protection of the elec-
trical equipment is always in an effective state.
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1. Surrounding air temperature
a. The upper limit value shall not exceed+40 ℃.
b. The lower limit value shall not be lower than -20 ℃.
c. The average value within 24 hours shall not exceed+35 ℃.
d. The maximum operating temperature is -40 ℃~+75 ℃.
2. Altitude
The altitude of the installation site shall not exceed 2000 meters.
3. Atmospheric conditions
a. When the ambient air temperature is+35 ℃, the relative humidity of the air 
does not exceed 50%, and there can be higher relative humidity at lower tem-
peratures.
b. When the monthly average lowest temperature of the wettest month is 
20 ℃, the monthly average relative humidity is 90%.
c. We have taken into account the condensation that may occur on the surface 
of the product due to temperature changes.
4. Pollution level
The pollution level used for the protector is level 3.

5、 Normal working conditions

4、 Product Features

a、 Strong ability to break short-circuit current during operation;
b、 High lightning impulse current (25kA 10/350 μ s, 100kA 8/20 μ s) does not 
break - ensuring effective SPD lightning protection;
c、 Parameter controlled trip mechanism for selective breaking through 
current;
d、 The residual voltage of the impulse current is comparable to that of a fuse;
e、 Strong surge current withstand voltage capability, no misoperation;
f、 Micro break appearance, small size, convenient for detecting SPD during 
power outage;
g、 Complete specifications, meeting the requirements of T1/T2 level SPD 
matching;
h. 35mm card rail installation, meeting installation needs around the world;
i、 High energy contact, long service life;
j、 The power frequency current is tripped by a current greater than 3A;
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6、 Main parameters and technical performance
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Product name

PRODUCT MODEL

number of poles

Rated working voltage (Ve)

Rated insulation voltage (Ui)

Cooperate with SPD experiment category

Cooperate with SPD parameters (limp, In)

Maximum discharge current (lmax)

Power frequency current trip value

Frequency current interruption times

Maximum wiring of terminals

enclosure ratings

Ambient Temperature

Install the card rail

Power frequency short-circuit current
breaking capacity (Icn)

65kA

SPD backup protector

YJSCB-40

1P/2P/3P/4P

230V

630V/ac

Class I (T1)/Class II (T2)

≤60kA（8/20μs）

20kA/40kA/60kA

3A

one thousand

25mm²

IP20

-25℃~+60℃

35mm standard guide rail
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5. Installation category
Installation categories are II and III.
6. Installation conditions
a. The protector can be installed vertically or horizontally inside the cabinet, 
and special requirements require special ordering.
b. It should be installed in a medium without explosive hazards, and there 
should be no gas or conductive dust in the medium that can corrode metals 
and damage insulation.
c. It should be installed in a place without rain or snow invasion.



For electrical maintenance and installation, it is necessary to ensure that the operator holds the 
qualification for electrical work and takes necessary power-off and insulation protection measures.
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Wiring diagram

7、 Product wiring diagram
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Yueqing Yijin Electronics Co., Ltd. is a professional manufacturer of low-voltage electrical appliances. It is an economic 
entity that integrates scientific research, manufacturing, sales, and service. It has established a scientific corporate governance 
structure and is building a three-dimensional sales channel system with regional agents as the leader and provincial, local, 
and municipal radiating areas. In order to provide faster and more thoughtful services to our customers based on the existing 
sales system.

Yueqing Yijin Electronics Co., Ltd. covers an area of 2000 square meters and has invested heavily in the research and 
development of small circuit breaker accessories such as DZ47-60, (C45)/NC, DZ47s, DZ47 modifications, C65/NB1-63, EA9, 
iC65, L7, etc. in recent years; Single phase, two-phase, three-phase, three-phase four wire self resetting overvoltage and 
undervoltage delay protectors; Photovoltaic specialized knife switch; Photovoltaic dedicated reclosing; Miniature circuit break-
er; Accessories for molded case circuit breakers such as M1, M3, CDM3, M1LE, CDM3LE, EZD, ABBs, etc; Surge protectors and 
other products.

The company has established a first-class testing laboratory through independent research and application for invention 
patents and multiple utility model patents, as well as cooperative research and development. Currently, it is at the forefront of 
the industry in alternating aging, heat resistance, low temperature, salt spray, flame retardant, and characteristic testing. It has 
formed a professional and standardized quality inspection and control team, and product quality control has been in line with 
international standards.

We warmly welcome domestic and foreign merchants to our company for business negotiations, mutually beneficial 
cooperation, and creating a better future together!
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development manufacturer of low-voltage electrical appliances

Energy saving 
and safety

Integrity
cooperation

environment
protection

intelligent
control

Perfect
service

Enterprise
official website

WeChat 
official account

Nancai Industrial Park, Beibaixiang Town, Yueqing, Zhejiang
0577-27859296
138 6774 9567
800081227
Http://www.yijindianzi.cn

138 6837 0306
0577-27859297


